
 

  

Recommendation for pro-
duction of a formulation based 
on Melflux® DF 93 and a high 
performance superplasticizer 
based on a modified poly-
carboxylic ether 

 
 The superplasticizer is charged first and heated 

to 35 °C. 

 The Melflux® DF 93 emulsion must be stirred 
thoroughly for one hour. 

 During the next 30 minutes the proper quantity of 
the emulsion is added in small portions while 
stirring intensively.  

 Further stirring of the final formulation for 1 more 
hour. 

 

Remark:  the lower the solid content of the 
formulated product is kept, the more it will be stable 
against separation 

 

General 
 
Melflux® DF 93 is the aqueous emulsion of a
defoamer based on polyether. Due to the unique
structure of the polymer Melflux® DF 93 it is
dedicated for the production of cement and
calcium sulphate based construction materials
with low air content.  
Melflux® DF 93 is used in combination with
high-performance superplasticizers of the latest
generation based on modified polycarboxylic
ether.   
 

Recommended Fields of 
Application 
 
Melflux® DF 93 is especially optimized for 
defoaming of polycarboxylic ether based 
superplasticizers and plasticizers.  
 

Technical
Data Sheet

Melflux® DF 93 
Aqueous defoamer emulsion for concrete superplasticizers and
plasticizer formulations based on polycarboxylic ether 

Application Advise 
 
Due to its physical/specific properties, 
emulsions tend to separation and may lose its 
efficiency. Therefore, the product is to be visibly 
checked for homogeneity throughout the 
container prior to use. In case of any visible 
separation the product must not be applied. 
Please contact us in such case. 
 
In general, thorough mixing of the product 
before use is mandatory. 
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Technical Data
 

Physical shape emulsion 

Appearance 
turbid to milky turbid 
slightly yellowish to yellowish-brownish 

Solids content, [%] 59.0 to 61.0 

Density (20 °C), [g/cm³] 1.03 to 1.13 

pH-value (20 °C) 6.5 to 8.0 

Dosage recommendation [%] 
in relation to weight of solids content of the 
superplasticizer 

1.2 – 8.0 

Packaging 1,000 kg container 

Storage 

to be stored in its unopened original packaging, the 
emulsion is sensitive to temperature; therefore 
please avoid a storage below 5°C and protect from 
excessive heat (above 40 °C);  
please stir thoroughly after longer storage periods; 
as the product is prone to gas emission; please take 
care for a sufficient ventilation of storage and 
dosage facilities. 

Shelf life 1 year  

Storage class 12 (non-flammable liquids) 

Transport regulation 

not known as a dangerous good according to 
transport regulations;  
due to the product’s proneness for gas emission it is 
not suitable for airfreighting respectively only under 
very limited conditions 

This information and all further technical advice are based on our current knowledge and experience. However, it implies no liability 
or other legal responsibility on our part, including with regard to existing third party intellectual property rights, especially patent 
rights. In particular, no warranty, whether expressed or implied, or guarantee of product properties in the legal sense is intended or 
implied. We reserve the right to make any changes according to technological progress or further developments. The customer is not 
released from the obligation to conduct careful inspection and testing of goods. Performance and suitability of the product described 
herein have to be verified by testing, which has to be carried out only by qualified experts in the sole responsibility of the customer. 
Reference to trade names used by other companies is neither a recommendation nor an implementation that similar products could 
not be used. Customer is obliged to keep the disclosed samples and any related information under strict confidence and shall neither 
analyze such samples nor disclose them to third parties. In addition our general terms and conditions for sale are valid. 
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This technical note is valid until replaced by a new issue.
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